
(N)* (N)* CLASSE 
EUROCODE 5

6J-101 J-10 10 000 100 000 9 3 26 64 1 (galva)

6J-151 J-15 10 000 100 000 15 5 38 64 1 (galva)

6J-201 J-20 10 000 100 000 19 7 51 64 1 (galva)

6J-251 J-25 10 000 100 000 23 8 64 64 1 (galva)

6J-301 J-30 10 000 80 000 21 10 77 64 1 (galva)

6J-321 J-32 10 000 60 000 17 11 82 64 1 (galva)

6J-351 J-35 10 000 60 000 19 12 90 64 1 (galva)

6J-401 J-40 10 000 60 000 22 13 102 64 1 (galva)

6J-451 J-45 10 000 50 000 20 15 115 64 1 (galva)

6J-501 J-50 10 000 50 000 24 17 128 64 1 (galva)

6J-169 J-15 10 000 100 000 14 5 38 64 3 (inox)

6J-199 J-20 10 000 100 000 18 7 51 64 3 (inox)

6J-259 J-25 10 000 100 000 23 8 64 64 3 (inox)

6J-309 J-30 10 000 80 000 21 10 77 64 3 (inox)

6J-359 J-35 10 000 60 000 19 12 90 64 3 (inox)

6J-409 J-40 10 000 60 000 22 13 102 64 3 (inox)

6J-459 J-45 10 000 50 000 20 15 115 64 3 (inox)

6J-509 J-50 10 000 50 000 24 17 128 64 3 (inox)

6J-167 J-15 7 000 168 000 12 5 38 64 1 (alu)

kg/

Coloured head on request

J
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Technical description

GALVANIZED

Code Designation

STAINLESS STEEL A2

ALUMINIUM

Pneumatic nailer 
J-55 P1

Code : 12B1855

Related 
products

Combi MET  32 C
Code : 13MET32C

Gas nailer
J-50 G2

Code : 12B1850A1

MINIBRADS



6J-161BL J-15 blister 1600 1 20 5

6J-191BL J-20 blister 1200 1 20 4

6J-251BL J-25 blister 1200 1 20 6

6J-301BL J-30 blister 1000 1 20 5

P6J-101 Pack J-10 2 000 2 2

P6J-151 Pack J-15 2 000 2 2

P6J-201 Pack J-20 2 000 2 2

P6J-251 Pack J-25 2 000 2 2

P6J-301 Pack J-30 2 000 2 2

P6J-321 Pack J-32 2 000 2 2

P6J-351 Pack J-35 2 000 2 2

P6J-401 Pack J-40 2 000 2 2

P6J-451 Pack J-45 2 000 2 2

P6J-501 Pack J-50 2 000 2 2

P6J-169 Pack J-15 2 000 2 2

P6J-199 Pack J-20 2 000 2 2

P6J-259 Pack J-25 2 000 2 2

P6J-309 Pack J-30 2 000 2 2

P6J-359 Pack J-35 2 000 2 2

P6J-409 Pack J-40 2 000 2 2

P6J-459 Pack J-45 2 000 2 2

P6J-509 Pack J-50 2 000 2 2

GAZ0020     

kg/

kg/

SKN 12 - TIPIN - SK 300 - BT 13 - 44 - 
NT45A - 3440 - F18 - AX - 8

Application
Fittings, joinery, flooring, stairs
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More information on 
our website :

All information is subject to change without notice and Alsafix cannot be held responsible for installation without prior calculation and testing.

Compatible

GALVANIZED

STAINLESS STEEL A2

WITH GAS

GALVANIZED

 Yellow gas cartridge (30 ml)


